Small Power Choke Coils for DC/DC—-Converter Unit

OP CoilsOPA7345 Series

@1 K Features
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*Excelence for DC—Bias characteristics.
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*Low leakage flux due to shielded construction.
@ % - [ §RFEFX Dimensions- Schematics(mm)
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*Ideal for variety of DC/DC Converter Inductor 5
applications in Flat Panel TV , Game Machine, etc. @’ ‘ 4
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*Suitable for power supply choke coil. R
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Model No. Inductance Rated Current |Allowable Current| DC Resistance |Remarks
(uH) (A) (A) (Q) max.
OPA7345-0100 1.0 8.0 54 0.014
OPA7345-0150 1.5 6.1 4.2 0.021
OPA7345-022[] 2.2 5.1 3.8 0.026
OPA7345-0331 3.3 4.7 3.6 0.031
QPA7345-04701 4.7 3.8 34 0.042
OPA7345-06801 6.8 34 3.2 0.050
OPA7345-082[1 8.2 3.0 2.9 0.063
OPA7345-1000 10 2.6 2.3 0.077
OPA7345-15001] 15 2.1 2.0 0.115
OPA7345-22000 22 1.7 1.7 0.153
OPA7345-33001 33 1.5 1.5 0.223
OPA7345-4700 47 1.2 1.2 0.329

U H3VANE: ~82uH*30% / =10uH +=20%
I 5E BB SR8 : 100kHz Measurement Frequency : 100kHz
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: The max. DC value having Inductance decrease within 10% .
x2: BEREEEZRLIF. DMV EELFEIWOKLUTELSETIE

: The max. DC value having temprature Increase 40K by application of DC bias..

O : B4R RE Please specify packing code

(T:7-EY9 )= L¥BE Taping & real, ZEEBlank space : 73 JL%bulk )
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Typical Land Pattern
(mm, Top View)
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DC-Bias Characteristics(Typical)
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